To Router LAN port
To Switch or Router LAN port

1. If the router is not 192.168.1.xx, please change the camera IP address to match the router.

2. Change the IP address directly, then choose Modify.

3. Click the

4. Create a Username, Password, Confirm password, then Register.

5. Then get the firmware for upgrade.

Device Config > Setting > Advanced > Upgrade

If there is no latest firmware on the upgrade page, send the firmware page to support@hiseeu.com.

APP you can scan the QR code on the website: 192.168.1.10 when checking in the same network.

Restart. We do not recommend leaving the IP camera on DHCP.

1) Change the IP address directly, then choose Modify.
2) Click the

Each IP camera has the same default IP address after leaving the factory. In order to ensure unique access via computer before using, you can install the

CMS Device Management software client:

1. IP camera needs to work with 12V power adapter and Ethernet with router.

2. To set Region for the detection area.

3. To set the Motion detection.

4. How to fetch the RTSP video stream and http snapshot?

5. To modify the camera user name and password.

6. How to make the NVR record in motion detection mode?

How to reset the password?

Why can't I open the default IP address 192.168.1.10 via web browser?

The default Username: admin, no Password. If you lost the password or need to reset the

To set the correct Time zone and Language for camera

To modify the camera user name and password

To Router LAN port
To Switch or Router LAN port

Before pairing cameras to the NVR, make sure the NVR and cameras have valid and matching

Working with NVR

Figure 2: Working with PoE Switch

Connecting the camera to the system (reference only)

Motion detection on Phone, if you can't receive, please kindly check the phone setting of your

Android device. After installation, tap the icon to launch the XMEye app. For first time use, please create a new account by following the steps below:

1) For new users, please tap Register to register an account.
2) Type in your email address, then tap Get code.
3) Check your Email for the verification code, then tap next.

And you can scan the QR code to download app on this website: www.xmeye.net

Using XMEye app do you enable or not.

Motion detection on Phone, if you can't receive, please kindly check the phone setting of your

Note:

a. Tap to check your account profile and configure settings

b. Tap

c. Tap

d. Tap

Each IP camera has the same default IP address after leaving the factory. In order to ensure unique access via computer before using, you can install the

CMS Device Management software client:

1. IP camera needs to work with 12V power adapter and Ethernet with router.

2. To set Region for the detection area.

3. To set the Motion detection.

4. How to fetch the RTSP video stream and http snapshot?

5. To modify the camera user name and password.

6. How to make the NVR record in motion detection mode?

How to reset the password?

Why can't I open the default IP address 192.168.1.10 via web browser?

The default Username: admin, no Password. If you lost the password or need to reset the

To set the correct Time zone and Language for camera

To modify the camera user name and password

To Router LAN port
To Switch or Router LAN port

Before pairing cameras to the NVR, make sure the NVR and cameras have valid and matching

Working with NVR

Figure 2: Working with PoE Switch

Connecting the camera to the system (reference only)

Motion detection on Phone, if you can't receive, please kindly check the phone setting of your

Android device. After installation, tap the icon to launch the XMEye app. For first time use, please create a new account by following the steps below:

1) For new users, please tap Register to register an account.
2) Type in your email address, then tap Get code.
3) Check your Email for the verification code, then tap next.

And you can scan the QR code to download app on this website: www.xmeye.net

Using XMEye app do you enable or not.

Motion detection on Phone, if you can't receive, please kindly check the phone setting of your

Note:

a. Tap to check your account profile and configure settings

b. Tap

c. Tap

d. Tap

Each IP camera has the same default IP address after leaving the factory. In order to ensure unique access via computer before using, you can install the

CMS Device Management software client:

1. IP camera needs to work with 12V power adapter and Ethernet with router.

2. To set Region for the detection area.

3. To set the Motion detection.

4. How to fetch the RTSP video stream and http snapshot?

5. To modify the camera user name and password.

6. How to make the NVR record in motion detection mode?

How to reset the password?

Why can't I open the default IP address 192.168.1.10 via web browser?

The default Username: admin, no Password. If you lost the password or need to reset the

To set the correct Time zone and Language for camera

To modify the camera user name and password

To Router LAN port
To Switch or Router LAN port

Before pairing cameras to the NVR, make sure the NVR and cameras have valid and matching